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SpecificationsOrdering Information

TOPS 4800M

TOPS-4800M-D
Desktop 
with 400W AC power supply 15 slot

TOPS-4800M-T
Tower
with 400W AC power supply 15 slot

TOPS-4800M-R
Rackmount 
with 400W AC power supply 15 slot

_______________________________________

Backplane Options
TBP-12I

12-Slot ISA
TBP-11P4

11-Slot ISA/PCI
TBP-15I

15-Slot ISA
TBP-15P4

15-Slot ISA/PCI
PBP-14I

14-Slot ISA
PBP-14P4

14-Slot PCI/ISA
PBP-13D4

13-Slot Split PCI/ISA
_______________________________________

Rack Slide Options
*4800-0403

22” rack slides, ball-bearing

Dimensions
• Desktop

7.25”(H) x 17”(W) x 20.125”(D)
184mm(H) x 432mm(W) x 511mm(D) 
(with feet)

• Tower
17.25”(H) x 7”(W) x 20.125”(D)
439mm(H) x 178mm(W) x 511mm(D)

• Rackmount
4U height
6.95”(H) x 17”(W) x 20.125”(D)
177mm(H) x 432mm(W) x 511mm(D)

Backplanes
• Supports 11-15 slot backplanes

Drive Bays
• Four (4) half-height 5.25” or 3.5” or,
• Two (2) full-height drives or any 

combination of the above

Rear Panel
• A wide variety of options available

Cooling
• One (1) 85CFM chassis fan

Front Panel Controls
• Reset & power switch
• Keyboard connector
• Power-on & hard drive activity LED

Power Supplies
• Input power AC model:

115/230VAC, switchable 50/60HZ
• Output power AC model:

400W (+5V@ 50A) (+12V@ 27A)
(-12V@ 3A)(-5V@ 1A)

• Input power DC model: -48V DC
• Output power DC model:

250W (+5V@ 25A)(+12V@ 8A)
(-12V@ 2A)(-5V@ 1A)

Operating Environment
• Temperature: 0 to 55° C
• Humidity: 5% to 95% @ 45º C

(non-condensing)
• Shock: 3.5G @ 10ms
• Vibration: 0.25G @ 5-100Hz

Removable
drive bay cover

Rackmount
handles

Outer cover
with desktop & tower
units

Removable
fan/filter cover

Customisable
front control panel

Removable
front bezel
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