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PowerPC750 CPU Board

6U size CompactPCI CPU board with PowerPC750 
Universal 64-bit PCI-PCI bridge [SETO] for automatic system 

slot/peripheral slot recognition 
Size flexibility with 1MByte L2 cache with a socket for SO-DIMM 

(SDRAM) 
10/100Base-T Ethernet and four RS-232C serial ports 
CompactFlash socket to store application programs and data files 
512KBytes of SRAM and real-time clock (battery backup) 
PMC slot for easy I/O expansion 
BSP for VxWorks available as a paid option. 

Block diagram Specifications

Features

Certification: No.4016-1995-AQ-KOB-RvA

Certification: No. EMSC -1426

CPU PowerPC 750 
L2 cache 1MByte 
SRAM 512KBytes 8-bit data (battery backup) 
Flash 512KBytes 8-bit data (for booting) 
SDRAM SO-DIMM socket with ECC 
EEPROM 256Bytes 
Ethernet Intel 82559 100Base-TX/10Base-T (RJ-45) 
Peripheral Four RS-232C ports (RJ-45 connector) 
  Real-time clock EPSON RTC62423 (battery backup) 
  WDT, 8-bit DSW, One PMC slot 
CompactFlash 3.3V module support * CompactFlash Module is optional. 
CompactPCI bus 33.3MHz 64-bit data bus 
  3.3V/5V signaling voltage (universal card) 
  Universal mode 64-bit PCI-PCI bus bridge [SETO] 
  (automatic recognition of system slot/peripheral slot) 
HotSwap support High Availability Platform (system slot operation)
   Full Hot Swap Board (peripheral slot operation) 
Board size 6U CompactPCI single slot width 
Operating temperature range  0 to 60°C 
Power requirements DC5V

Models 
A6pci7500-M750(333):MotorolaPPC750-333MHz 
A6pci7500-I750(300): IBM PPC750-300MHz(build-to-order) 
A6pci7500-I750(400): IBM PPC750-400MHz(build-to-order) 
A6pci7500-I750(500): IBM PPC750-500MHz(build-to-order) 
A6pci7500-VxBSP: BSP for VxWorks 
* SO-DIMM and CompactFlash are optional in all models.     
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