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1757930082/1757930052
AC ATX 300 W Redundant Power Module/DC 48V ATX 300 W Redundant Power Module

Specifications

Input 1757930082: AC 100 ~ 240 V @ 50 ~ 60 Hz, full range (PFC) 
1757930052: DC -48 V (-38 ~ -72 V input range)

Output 300 W
+3.3 V +5 V -5 V +12 V -12 V +5 Vsb

Max. Load 22 A 30 A 1 A 11 A 1 A 1.5 A
Min. Load 0.3 A 2 A 0 A 0.5 A 0 A 0 A
Safety UL, TUV, CB

Compatible with Advantech Products 1757930082: MIC-3082A
1757930052: MIC-3082A

1759209600
For MIC-3039-B
3 left side fan, 1 right side fan (10-CFM) 

1759212200
For MIC-3039-B
1 rear fan (10-CFM)

9682303800
For MIC-3038
Front hot swap fan module (163-CFM)

9682303801
For MIC-3038
Rear hot swap fan module (44-CFM)

1759209600 1759212200

Power Supplies/Fan Modules

1757000190/1757000011
AC cPCI 250 W Redundant Power Module/DC 48V cPCI 250 W Redundant Power Module

Specifications

Input 1757000190: AC 100 ~ 254 V @ 50 ~ 60 Hz, full range (PFC)
1757000011: DC -48 V (-36 ~ -72 V input range) 

Output 250 W
+3.3 V +5 V +12 V -12 V

Max. Load 18 A 25 A 5 A 0.5 A
Safety CSA, CB, CCC
Compatible with Advantech Products 1757000190/1757000011: MIC-3042/MIC-3043

9682303800 9682303801

9682305600
For MIC-3056
Hot swap fan module (with 3 fans)

9682308100
For MIC-3081B
Fan tray module including metal bracket,  
1 x 163-CFM fan and connector

9682308101
For MIC-3081B
Blower tray module including metal bracket,  
1 x 40-CFM fan and connector

9682304100
For MIC-3041
1 left side fan module (163-CFM)

9682308200
For MIC-3082A
3 fans at bottom (151-CFM)

9682308201
For MIC-3082A
3 blowers at the top (40-CFM)

9682308201 9682308200

1757000220/1757000221
AC ATX 350 W Redundant Power Module

Specifications
Input AC 100 ~ 240 V @ 50 ~ 60 Hz, full range (PFC)
Output 350 W

+3.3 V +5 V -5 V +12 V -12 V +5 Vsb
Max. Load 35 A 35 A - 8 A 0.8 A 2 A
Min. Load 1 A 3 A - 0.5 A 0 A 0 A
Safety UL, TUV, CB, CCC

Compatible with Advantech product 1757000220: MIC-3038 
1757000221: MIC-3041

1757000111
AC ATX 500 W Power Supply

Specifications
Input AC 115 ~ 240 V @ 50 ~ 60 Hz, full range (PFC)
Output 500 W

+3.3 V +5 V -5 V +12 V -12 V +5 Vsb
Max. Load 30 A 40 A 0.8 A 32 A 1 A 2 A
Min. Load 0 A 2.5 A 0 A 1 A 0 A 0.1A
Safety UL, TUV, CB, CCC
Compatible with Advantech product 1757000111: MIC-3081B

1757000220

1757000221




