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STPC Atlas 120 MHz FANLESS

Operating temperature: -40 °C to +85 °C, off-the-shelf

Full E2 warranty coverage for extended temperature and  
rugged use

On-chip 4 MB VRAM UMA graphic engine

2 x RS-232C, 2 x USB 1.1, LPT, IDE

10/100BASE-T Ethernet with Intel 551IT
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The T-MOPSldcSA is a real E2 & RUGGED – NO MOVING 
PARTS – embedded, low-power PC/104 board with 
onboard LAN, USB, COMs, and standard PC interfaces.

Minimized Open PC System (MOPS) PC/104 products 
represent the “Proven PC Platform for Instant Solu-
tions.” Each MOPS module is characterized by the same 
pinout for keyboard, COM1 and COM2, 44-pin IDE, LPT, 
and 1st LAN. These homogeneous features facilitate 
easy upgrades within the MOPS PC/104 product family. 

The onboard JUMPtec Intelligent Panel Adaption (JIPA-
Interface) simplifies the connection of displays. It auto-
matically recognizes which displays are connected and 
independently sets all video parameters.

All MOPS-PC/104 boards are plug-and-work enabled to 
further reduce your time to market.

For more information, contact: sales@us.kontron.com

T-MOPSlcdSA

Kontron
14118 Stowe Drive • Poway, CA 92064 
Tel: 858-677-0877 • Fax: 858-677-0898
www.kontron.com
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PC/104

FEATURES:

Intel low-voltage Pentium M Dothan 1.4 GHz (10 W) CPU onboard 
FSB 400 Mhz

DDR 200/266 up to 1 GB DDR SDRAM

Dual display (independent display)

18~48-bit LVDS, TFT LCD

Four high-speed USB 2.0 ports and support for CompactFlash  
Type I/II slot up to 4 GB

Dual 10/100BASE-T Ethernet
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Em104P-i7013 is an off-the-shelf solution of PC/104-Plus 
CPU modules in an ETX form factor and designed for 
embedded applications requiring PC functionality and 
flexible expansion. Em104P-i7013 supports Intel Cel-
eron M processors of 600 MHz (7 W), 1 GHz (5 W), and 
Pentium M 1.4 GHz (10 W). System memory can be up 
to 1 GB DDR 200/266 SDRAM. Em104P-i7013 offers a 
full complement of PC/AT I/O such as keyboard, mouse, 
serial, parallel, IDE interface, and DIO. Also, Em104P-
i7013 provides dual 10/100BASE-T Ethernet.

The PC/104-Plus standards extend the standards by add-
ing a “stack-through” PCI bus. PC/104 and PC/104-Plus 
CPU and I/O modules physically stack together to create 
a rugged and embedded computer.

For more information, contact: info@arborsolution.com

Em104P-i7013

ARBOR Solution, Inc
2032 Bering Drive • San Jose, CA 95131 
Tel: 408-452-8900 • Fax: 408-452-8909
www.arbor.com.tw

RSC# 22967 @ www.pc104online.com/rsc

PC/104-Plus

 

FEATURES:

http://www.arborsolution.com



