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EC-1040   

Dimensions:DM-64T

SPECIFICATIONS

ORDERING INFORMATION

The EC-1040 is a revolutionary design that is 
very flexible. Included is a 6.4” LCD module and 
keyboard/touch pad drawer in a 4U height chassis. 
For additional security enhancements, the LCD 
module and the keyboard / touch pad drawer is 
designed to be removed without any difficulty.

Complete Function in 4U Chassis
Analog VGA Input

4U Full Function IPC Chassis

DM-64T 
Display Module

KM-085/KM-088
Keyboard and Touch Pad

OSD (On Screen Display)
Key Pads

 4U height 19” Rack mounting chassis
 Front panel locking door system protects disk access and on/off power 
switches
 Optional KM-085/KM-088 Keyboard/TouchPad Drawer Support 

   85/88keys and PS/2 interface Touch pad
 LCD monitor Module

Models DM-64T

LCD Type 6.4” TFT

Resolution 640 x 480

Max. colors 18 bits

Brightness 300cd/m²

Interface Analog VGA

 Drive Bays : 
 – 3 x 5.25” Drive Bays
 – 1 x 3.5” FDD
 Cooling Fans : Two 8cm cooling fans
 Designed with an anti-vibration card clamp that keep the system stable
 Supports ATX form factor PC motherboard
 Monitor Temp. and Fans by built-in A106 Alarm Board
 Supports Backplane : 14 slot

 BP-14S, BP-14SD, BP-14SD2, PCI-13SD, PCI-14S, PCI-14S2, PCI-
14S3, PX-14S2, PX-14S3, PX-14S5, IP-13SD, IP-14S, IP-14S3, 
IPX-13S,PCIAGP-13S2, PCIAGP-13S3, PXAGP-12S2, PXAGP-13S, 
PXAGP-13S3
 Supports Power Supply : PS/2 size AT/ATX

 ACE-93x/92x/916V series
 ACE-828/832/84x/850 series
 ACE-R30A redundant power supply
 Optional Slide : 24” or 18”
 Vibration :5~17Hz, 0.1” double amplitude displacement

                 17~640Hz, 1.5G acceleration peak to peak
 Shock : 10G acceleration peak to peak (11ms)
 Colors : Black(PANTONE Black C)
 Operating temperature : 0~50°C
 Dimensions : 431(W) x 176(H) x 480(D); (17” x 6.9” x 18”)
 Net/GW: 13/20 (kg)

DM-64T 
6.4” LCD Module
Analog VGA Input Front OSD 
Control Keypad to Adjust Best 
Screen Performance

KM-085
85 Key and 
Touch Pad Module

KM-088
88 Key and 
Touch Pad Module
Standard support of English version keyboard. 
Optional Japanese, German, French, Italian 
version keyboard support.

 EC-1040B               /  Power Supply  /     Display      /     KBD

ATX: 
ATX MB

ACE-832A/AP
ACE-R30A

DM-64T-1040 KM-085
KM-088- L

L  :Language Code
   EN: English, JP: Japanese, DE: German, FR: French, 
   IT : Italian, CH: Chinese
Note: Please contact supplier for touch-screen




