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 LCD-KIT01-R2 6.4” TFT LCD kit with cable 
 LCD-KIT01A-R2 VGA input 6.4” TFT LCD kit
 LCD-KIT03 10.4” high brightness TFT LCD kit w/ cable
 LCD-KIT03A VGA input 10.4” high brightness TFT LCD kit
 LCD-KIT03A-AU VGA input 10.4” TFT LCD kit with cable (AU LCD panel)
 LCD-KIT05-TS 12.1” TFT LCD kit with cable
 LCD-KIT05A-TS VGA input 12.1” TFT LCD kit
 LCD-KIT07A-AU  VGA input 15” TFT LCD kit with cable (AU LCD panel)
 LCD-KIT11A 17” TFT LCD kit with cable

Option Item:
 CB-DVI-D  DVI-D (M) to DVI-D (M)  single link cable for 15”, 17” SRM Kit model

SPECIFICATIONS

ORDERING INFORMATION

Full-function embedded solutions for integrated application!!

Dimensions:
LCD-KIT11A

Dimensions:
LCD-KIT01-R2/01A-R2
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Dimensions:
LCD-KIT03/03A/03A-AU

Dimensions:
LCD-KIT05-TS/05A-TS

Dimensions:
LCD-KIT07A-AU                  
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Ship with power adapter

LCD-KITXX series
Ship with LCD cable

LCD-KITXXA series
Ship with VGA cable

LCD-KIT01/03/05/07/11
6.4”/10.4”/12.1”/15”/17” LCD Kit

 

 Connects directly  to JUKI, NOVA, POS ... series SBC and PLC-655, PLC-508 LCD/CRT VGA card 
(LCD-KIT01/03/05/07)
 Standard VGA signal input with convert board (LCD-KIT01A/03A/05A/07A/11A)
 Shipping with 70cm/44-pin LCD connection cable for LCD-KIT01/03/05

Model
LCD-

KIT01-R2/
01A-R2

LCD-
KIT03/03A

LCD-
KIT03A-AU

LCD-
KIT05-TS/

05A-TS

LCD-
KIT07A-AU

LCD-
KIT11A

LCD Type 6.4” TFT 10.4” TFT 10.4”TFT 12.1” TFT 15” TFT 15” TFT

Resolution 640 x 480 640 x 480 800 x 600 800 x 600 1024 x 768 1280 x 1024

Max. Colors 18 bits 18 bits 18 bits 18 bits 18 bits 18 bits

Brightness 300cd/m² 350cd/m² 250cd/m² 250cd/m² 250cd/m² 260cd/m²

Net/GW (kg) 1/2 (1/2)/(2/3) 2/3 2/3 (4/5) (5/6)

LCD I/F TTL/VGA TTL/VGA VGA TTL/VGA VGA VGA

LCD-KIT01-R2/
01A-R2

LCD-KIT03/03A/03A-AU

LCD-KIT05-TS/05A-TS
LCD-KIT07-AU

LCD-KIT11A




