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Features

Specifications
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Front View

NVR-Q67

Intel® Socket 1155 with 2nd Generation Core™ i7/i5 ■■

Processors
Intel® Q67 Chipset■■

DDR3 1333/1066 Hz Non-ECC, Un-buffered DIMM Memory x 4, ■■

Max. 32GB
10/100/1000Base-TX Ethernet x 2■■

3.5” SATA HDD Bay x 6■■

COM x 1 for Console, USB2.0 x 4 On Rear I/O■■

VGA x 1, DVI x 1, Display Port x 1, Supports Dual Display■■

2U Rackmount Networking Video Recorder System With Intel® Core™ i7/i5 Processor

System
Processor Intel® Socket 1155 with 2nd Generation Core™ i7/i5 Processors

System Memory DIMM x 4, Max. 32GB, DDR3 1333/1066 Hz Non-ECC, Un-buffered Memory

LCD/CRT Controller Integrated in Processor, shared memory up to 256MB

Ethernet 10/100/1000Base-TX, RJ-45 x 2 (1 for optional)

I/O Port

RS-232 x 3 (1 on rear I/O), 
USB 2.0 x 4 (2 on rear I/O, 2 on front I/O)
Audio Line-out, Line-in, Mic-in x 1
VGA x 1
DVI x 1
Display Port x 1
PS/2 x 1(Keyboard + Mouse)

Storage Disk Drive 3.5" SATA Hard Disk Driver x 6

Expansion Slot PCIe [x4] x 1, PCI x 2, PCIe [x16] x 1

OS Support Window® XP Embedded, Window® XP, Window® 7, Linux Fedora

Mechanical
Front Panel USB 2.0 x 2, Power Button x 1, Reset Button x1

Dimension 16.81” x 21.65” x 3.46” (427mm x 550mm x 88mm)

Gross Weight —

Net Weight —

Environmental
Operating Temperature 32°F ~ 104°F (0°C ~ 40°C)

Storage Temperature -4°F ~ 140°F (-20°C ~ 60°C)

Storage Humidity 10%~95% @40°C; non-condensing

Power
DC Input 400W ATX PS2

USB2.0 x 2

Power
Reset
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Dimension Unit: mm

NVR-Q67

TBD•	

Packing List

Optional Accessories
TBD•	NVR-Q67-A10•	

2U NVR Platform, Intel® Q67, 6 HDD, 400W AC Power, Black

Ordering Information


