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PER-V30C
Mini PCI Single Channel Video Capture Module 

Form Factor Mini PCI Type III B 1.8” x 2.35” (44.5mm x 59.6mm)

Video Decoder Philips SAA7135

Video Input CVBS & S-Video

Video Format Support NTSC & PAL

Sample Rate 720 pixels/line

Software Support Windows® 2000/XP WDM driver for DirectShow based application

Operating Temperature 32ºF ~ 140ºF (0ºC  ~ 60ºC )

SpecificationsCVBS In & S-video In & Audio-in connector
Audio-out connector

Features
Mini PCI Type III Interface
Single Channel Video Capture with Philips SAA7135 
NTSC/PAL Video Format Support

•	 TF-PER-V30C-A10
Mini PCI, Single Channel Video Capture Module with Philips SAA7135, Rev. A1.0

•	 PER-V30C-A10
Mini PCI Single Channel Video Capture Module with Philips SAA7135

Ordering Information

Features
Mini PCI Type III Interface
Two or Four RS-232 Ports Onboard
Full Duplex Serial Communication

•	 TF-PER-C40C-A10
Mini PCI 2-port RS-232 Module Rev. A1.0

•	 TF-PER-C40C-A10-01
Mini PCI 4-port RS-232 Module Rev. A1.0

•	 PER-C40C-A10
Mini PCI 2-port RS-232 Module Rev. A1.0

•	 PER-C40C-A10-01
Mini PCI 4-port RS-232 Module Rev. A1.0

Ordering Information

PER-C40C
Mini PCI 2/4 RS-232 COM Port Module

Form Factor Mini PCI Type III A 2” x 2.35” (50.8mm x 59.6mm)

UART Chipset OXFORD OXmPCI952 or OXmPCI954

Power Requirement +3.3V

Operating Temperature 32ºF ~ 140ºF (0ºC  ~ 60ºC )

Specifications


