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ULV Celeron CPU Board
Features
Intel ULV Celeron 650MHz
Onboard 44 pin IDE connector
Can be equipped with 9.5 mm 2.5 inch HDD
J4 and J5 connectors for rear panel I/O
Block diagram Specifications
CPU Intel ULV Celeron 650MHz
@,4— ntel U‘:\',’gelemn 16KBytes/16KBytes L1 cache, 256KBytes L2 cache
650MHz G2 Chipset Intel 82815GMCH and 82801ICH2
eciol2MB)] = Memory Total: Up to 512MBytes
% Front Panel I/0 (256MBytes standard onboard and
Mem Ctrl Hub ~ A
P “§ 82815GMCH B VGA optional SO-DIMM of 256MBytes)
= A %ﬁr:‘y 8 — Ethem‘et 10/100Base-TX .
< 3| [ 2sem8 = Comnect | 51 Graphics SVGA (1280 x 1024 at 24bft)
e g R CompactFlash True IDE mode
8 é Vo critus | S SCSl Ultra Wide SCSI (16bit, SE)
- & ;::021 D g Ultra2SCSI (LVDS: front use only)
E";’_f;;ji""‘j:'y | USB Four USB1.1 ports
e ] Other features PS/2 KBD/Mouse, FDD, IDE, Two COM ports, LPT
i‘Pc'F—bjt Power requirements DC 5V
. B S Board size 6U single slot -
IﬁIH MSO;\V”\IIl:i40K1 Lls,-é:?’uﬁ’ > . PS/2 Mouse PCl bus PICMG 20 RSl.O CompactPCl Specification
Rear Panel /O < »: COM1 PCI Specification Rev2.2
e ... ry < = PICMG 2.1 R1.0 CompactPCI Hot Swap Specification
i ‘ém F N VIO=3.3V/5V, 33MHz, 64bit
DS5ch3) < - Front panel I/0 10/100Base-TX, SVGA (1280 x 1024 at 24bif)
VOA Two USB1.1 ports, COM1, COM2, PS/2 KBD/Mouse
oo Onboard /O IDE, 2.5 inch HDD attachment,
v CompactFlash (True IDE mode)
FDD IF Rear panel /0 IDE, LPT, SVGA (1280 x 1024 at 24bit), Two USB1.1 ports,

COM1,COM2, PS/2 KBD/Mouse, FDD

Rear panel I/0 Arpic0804

Note: The following specifications and product appearance are subject to change for enhancement without notice.
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