
Mounting on to a port frame, a Port Plug replaces the open port with a cap that matches either the reflectance 
of the sphere wall or the open port.

Port Plugs

Model Number   Oorder Number   Port Diameter  Reflectance Material
PP-025-SF   AS-02340-002   0.25”    Spectraflect
PP-050-SF   AS-02340-004   0.50”    Spectraflect
PP-063-SF   AS-02340-005   0.625”    Spectraflect
PP-075-SF   AS-02340-006   0.75”    Spectraflect
PP-100-SF   AS-02340-008   1.00”    Spectraflect
PP-125-SF   AS-02340-010   1.25”    Spectraflect
PP-150-SF   AS-02340-012   1.50”    Spectraflect
PP-200-SF   AS-02340-016   2.00”    Spectraflect
PP-250-SF   AS-02340-020   2.50”    Spectraflect
PP-300-SF   AS-02340-024   3.00”    Spectraflect
PP-400-SF   AS-02340-032   4.00”    Spectraflect
PP-500-SF   AS-02340-040   5.00”    Spectraflect

PP-025-FB   AS-02341-002   0.25”    Flat Black
PP-063-FB   AS-02341-005   0.625”    Flat Black
PP-075-FB   AS-02341-006   0.75”    Flat Black
PP-125-FB   AS-02341-010   1.25”    Flat Black
PP-150-FB   AS-02341-012   1.50”    Flat Black
PP-300-FB   AS-02341-024   3.00”    Flat Black
PP-400-FB   AS-02341-032   4.00”    Flat Black
PP-500-FB   AS-02341-040   5.00”    Flat Black

PP-025-SL   AS-02350-002   0.25”    Spectralon
PP-050-SL   AS-02350-004   0.50”    Spectralon
PP-100-SL   AS-02350-008   1.00”    Spectralon
PP-150-SL   AS-02350-012   1.50”    Spectralon
PP-250-SL   AS-02350-020   2.50”    Spectralon

PP-025-IG   AS-02360-002   0.25”    Infragold
PP-063-IG   AS-02360-005   0.625”    Infragold
PP-075-IG   AS-02360-006   0.75”    Infragold
PP-100-IG   AS-02360-008   1.00”    Infragold
PP-125-IG   AS-02360-010   1.25”    Infragold

PP-XXX-SL, SF, IG, FB
XXX = Diameter of the sphere port 
SF = Spectralon Material       SL = Spectraflect Coating       IG = Infragold       FB = Flat Black
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