
GigaLAN Category 6E System

AdvanceNet Category 6e System

Features

• GigaLAN 4-pair Category 6E cable
• FlexWeb® core separator
• eXtreme 6+ Universal Patch Panels
• eXtreme 6+ SlimLine Cords
• QuickPort eXtreme 6+ Snap-in Connectors

System Performance

• 9.7 dB Minimum ACR @ 250 MHz
• 7 dB minimum NEXT improvement versus

Category 6

• Enhanced Performance Parameters – Exceeds
TIA/EIA 568-B.2-1 Category 6 and ISO/IEC
11801 Class E requirements

• Installer Friendly Cable Design
• No special stripping tools
• Round Design, “X” Web Separator 
• 1000 to 0 footage marking
• Bright insulation colors
• Serial Numbers on every cable for Labeling
• Cable tested to 750 MHz
• 23 AWG copper results in 34% lower

insertion loss

Features

• AdvanceNet 4-pair Category 6e cable
• FlexWeb core separator
• eXtreme 6+ Universal Patch Panels
• eXtreme 6+ Patch Cords
• QuickPort eXtreme 6+ Snap-in Connectors

System Performance

• 3.4 dB Minimum ACR @ 250 MHz
• 4 dB minimum NEXT improvement versus

Category 6

• Enhanced Performance Parameters –
Exceeds TIA/EIA 568-B.2-1 Category 6 and
ISO/IEC 11801 Class E requirements

• Installer Friendly Cable Design 
• No special stripping tools
• Round Design, “mini X” Web Separator
• 1000 to 0 footage marking
• Bright insulation colors
• Serial Numbers on every cable for Labeling
• Cable tested to 650 MHz

Category 6E, 6e and 6 Systems

Mohawk/Leviton Category 6 and 6e Systems
deliver long-range multi-gigabit solutions,
bridging your networks into the future while
establishing the cutting edge in today’s copper
technology. These Category 6 Systems exceed
ANSI/TIA/EIA-568-B.2-1 Category 6 performance
requirements, providing usable bandwidth well
beyond 250 Mhz.

Our Category 6 solution features Mohawk’s
6 LANTM cables, AdvanceNet® 6e cables and the
6E solution features GigaLAN® cables. GigaLAN
cables feature ACR headroom that exceeds
300% of the requirements at 250MHz. Leviton
components include eXtreme® 6+ Snap-in
Connectors and 110-style patch panels with
patented Retention Force TechnologyTM; an inno-
vative, space-saving angled panel; and solid-con-
struction patch cords with new, high density
slim-line boots.

For a higher level of security a Category 6
shielded system is available. For more infor-
mation please call 1-800-422-9961.
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6 LAN Category 6 System
Features

• 6 LAN 4-pair Category 6 cable
• eXtreme 6+ Universal Patch Panels
• eXtreme 6+ Patch Cords
• QuickPort eXtreme 6+ Snap-in Connectors

System Performance

• 1.1 dB Minimum ACR @ 250 MHz 
• 2 dB minimum NEXT improvement versus

Category 6

• Performance Parameters – Meets TIA/EIA 568-B.2-1
Category 6 and ISO/IEC 11801 Class E 
requirements

• Installer Friendly Cable Design
• No special stripping tools  
• Round Design, Flat Tape Separator
• 1000 to 0 footage marking
• Bright insulation colors
• Serial Numbers on every cable for Labeling
• Cable tested to 550 MHz
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MOHAWK
Cabling Excellence for Open Architecture

6E, 6e and 6 testing @ 250 MHz

www.mohawk-cable.com
www.leviton.com

Cat 6 systems

           



Easybox
The cable is packaged directly in
the box and dispenses in a tangle-
free payout as if on a reel.

Cable Caddy –
Reel-in-a-box
The cable is placed on a plastic
reel and is dispensed from the
front of the Cable Caddy.

Reels 
Cables are also available on stan-
dard reels. Standard put-ups are
1000 ft. Bulk put-ups are also
available–please consult the factory.

Category 6 Systems Ordering Information

Category 6
6 LAN Cable

Category 6E
GigaLAN Cable

Category 6e
AdvanceNet Cable

Packaging Options

eXtreme 6+ Universal Patch Panels

Universal Patch Panel ..............................................69586-Uxx
xx = (12), (24), (48) or (96) ports
Note: Includes wire management bar

Angled, recessed and recessed angled patch panels also available

QuickPort eXtreme 6+
Snap-in Connectors

Cat 6, non-keyed ..........................................................6110-R*6
* = (I) ivory, (W) white, (G) grey, (E) black, (O) orange, (L) blue, (Y) yellow, (B) brown,

(A) almond, (V) green, (C) crimson red, (P) purple, (R) dark red, (T) light almond

8081  7/08  ©Mohawk

Color 4 Pair Plenum Color 4 Pair Non-Plenum

White M56905 White M56889
Blue M57193 Blue M57202
Pink M57194 Pink M57203
Yellow M57195 Yellow M57204
Gray M57196 Gray M57205
Green M57197 Green M57206
Red M57198 Red M57207
Orange M57199 Orange M57208
Black M57200 Black M57209
Violet M57201 Violet M57210

Color 4 Pair Plenum Color 4 Pair Non-Plenum

White M58280 White M58291
Blue M58281 Blue M58292
Pink M58282 Pink M58293
Yellow M58283 Yellow M58294
Gray M58285 Gray M58295
Green M58286 Green M58296
Red M58287 Red M58297
Orange M58288 Orange M58298
Black M58289 Black M58299
Violet M58290 Violet M58300

Color 4 Pair Plenum Color 4 Pair Non-Plenum

White M57413 White M57418
Blue M57414 Blue M57419
Pink M57750 Pink M57867
Yellow M57415 Yellow M57420
Gray M57417 Gray M57422
Green M57416 Green M57421
Red M57620 Red M57621
Orange M57861 Orange M57868
Black M57866 Black M57869
Violet M57860 Violet M57870

eXtreme 6+
SlimLine
Patch Cords

800 922 6229 • fax 425 485 0112 • intl 425 486 2222
www.leviton.com

800 422 9961 • fax 978 537 4358 • intl 978 537 9961
www.mohawk-cable.com

MOHAWK
Cabling Excellence for Open Architecture

SlimLine Patch  Cord
6D460-xx†
xx = Length: (03), (05), (07), (10),or (20) feet

† = Color: white (W), yellow (Y), blue (L),
black (E), red (R), green (V), grey (G)


